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Yarn System 100% Solution Dyed Nylon 6

Construction Level Loop Pile

Pile Weight 652g

Pile Height 3.2mm

Total Thickness 6.5mm

Gauge 1/12

Tile Size 500mm x 500mm

Installation Method Quarter Turn, Ashlar or Brick

Area Of Use Commercial Extra Heavy Duty

Warranty 10 Year Commercial Warranty

Australian Fire Certificate Yes

Australian Acoustics Certificate Available

Castor Chair Warranty 7 Years

PVC Backing Yes

Availability Stocked in Australia

Yarn System 100% Solution Dyed Nylon 6

Construction Level Loop Pile

Pile Weight 538g

Pile Height 3mm-4.5mm

Total Thickness 6.8mm

Gauge 1/12

Tile Size 500mm x 500mm

Installation Method Quarter Turn, Ashlar or Brick

Area Of Use Commercial Extra Heavy Duty

Warranty 10 Year Commercial Warranty

Australian Fire Certificate Yes

Australian Acoustics Certificate Available

Castor Chair Warranty 7 Years

PVC Backing Yes

Availability Stocked in Australia

Yarn System 100% Solution Dyed Nylon 6

Construction Multi Level Loop Pile

Pile Weight 652g

Pile Height 3mm-4.5mm 

Total Thickness 6.8mm 

Gauge 1/12

Tile Size 500mm x 500mm

Installation Method Quarter Turn, Ashlar or Brick

Area Of Use Commercial Extra Heavy Duty

Warranty 10 Year Commercial Warranty

Australian Fire Certificate Yes

Australian Acoustics Certificate Available

Castor Chair Warranty 7 Years

PVC Backing Yes

Availability Stocked in Australia

Yarn System 100% Solution Dyed Nylon 6

Construction Multi Level Loop Pile

Pile Weight 652g

Pile Height 3mm-4.5mm 

Total Thickness 6.8mm 

Gauge 1/12

Tile Size 500mm x 500mm

Installation Method Quarter Turn, Ashlar or Brick

Area Of Use Commercial Extra Heavy Duty

Warranty 10 Year Commercial Warranty

Australian Fire Certificate Yes

Australian Acoustics Certificate Available

Castor Chair Warranty 7 Years

PVC Backing Yes

Availability Stocked in Australia
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Yarn System 100% Solution Dyed Nylon 6

Construction Multi Level Loop Pile

Pile Weight 652g

Pile Height 3.2mm

Total Thickness 10mm

Gauge 1/10

Tile Size 500mm x 500mm

Installation Method Quarter Turn, Ashlar or Brick

Area Of Use Commercial Extra Heavy Duty

Warranty 10 Year Commercial Warranty

Australian Fire Certificate Yes

Australian Acoustics Certificate Available

Cushion Back Yes

Castor Chair Warranty 7 Years

Availability Stocked in Australia

Yarn System 100% Solution Dyed Nylon 6

Construction Level Loop Pile

Pile Weight 538g

Pile Height 3.2mm

Total Thickness 6.2mm

Gauge 1/10

Tile Size 500mm x 500mm

Installation Method Quarter Turn, Ashlar or Brick

Area Of Use Commercial Extra Heavy Duty

Warranty 10 Year Commercial Warranty

Australian Fire Certificate Yes

Australian Acoustics Certificate Available

Castor Chair Warranty 7 Years

PVC Backing Yes

Availability Stocked in Australia

Yarn System 100% Solution Dyed Nylon 6

Construction Multi Level Loop Pile

Pile Weight 652g

Pile Height 3mm-4.5mm 

Total Thickness 6.8mm

Gauge 1/12

Tile Size 500mm x 500mm

Installation Method Quarter Turn, Ashlar or Brick

Area Of Use Commercial Extra Heavy Duty

Warranty 10 Year Commercial Warranty

Australian Fire Certificate Yes

Australian Acoustics Certificate Available

Castor Chair Warranty 7 Years

PVC Backing Yes

Availability Stocked in Australia

Yarn System 100% Solution Dyed Nylon 6

Construction Multi Level Loop Pile

Pile Weight 652g

Pile Height 3.2mm

Total Thickness 6.5mm

Gauge 1/10

Tile Size 500mm x 500mm

Installation Method Quarter Turn, Ashlar or Brick

Area Of Use Commercial Extra Heavy Duty

Warranty 10 Year Commercial Warranty

Australian Fire Certificate Yes

Australian Acoustics Certificate Available

Castor Chair Warranty 7 Years

PVC Backing Yes

Availability Stocked in Australia
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Yarn System 100% Solution Dyed Nylon 6

Construction Multi Level Loop Pile

Pile Weight 538g

Pile Height 4.5mm

Total Thickness 6.8mm

Gauge 1/10

Tile Size 250mm x 1000mm

Installation Method Herringbone or Ashlar

Area Of Use Commercial Extra Heavy Duty

Warranty 10 Year Commercial Warranty

Castor Chair Warranty 7 Years

Australian Fire Certificate Yes

Australian Acoustics Certificate Available 

PVC Backing Yes

Availability Stocked in Australia
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Yarn System 100% Solution Dyed Nylon 6

Construction Multi Level Loop Pile

Pile Weight 652g

Pile Height 4.5mm

Total Thickness 7mm 

Gauge 1/12

Tile Size 250mm x 1000mm

Installation Method Herringbone or Ashlar

Area Of Use Commercial Extra Heavy Duty

Warranty 10 Year Commercial Warranty

Australian Fire Certificate Yes

Castor Chair Warranty 7 years

Australian Fire Certificate Yes

Australian Acoustics Certificate Available

PVC Backing Yes

Availability Stocked in Australia
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Yarn System 100% Solution Dyed Nylon 6

Construction Multi Level Loop Pile

Pile Weight 652g

Pile Height 4.5mm

Total Thickness 10mm 

Gauge 1/12

Tile Size 250mm x 1000mm

Installation Method Herringbone or Ashlar

Area Of Use Commercial Extra Heavy Duty

Warranty 10 Year Commercial Warranty

Australian Fire Certificate Yes

Australian Acoustics Certificate Available

Castor Chair Warranty 7 years

Cushion Back Yes

Availability Stocked in Australia
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Yarn System 100% Solution-Dyed, High Performance Nylon-6

Construction High Low Loop

Pile Height 2.5-5.5mm (+5%)

Pile Weight 20 oz (+5%)

Gauge 1/12

Primary Backing Cloth Polyester Spunbound Fabric

Warranty 10 Year Commercial Warranty

Australian Fire Certificate Yes

PVC Backing Yes

Tile Size 500mm x 500mm
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